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Abstract--A novel microelectromechanical systems (MEMS)
actuator for patch antenna reconfiguration is presented for the
first time. A key feature is the capability of multi-band opera-
tion without greatly increasing the antenna element dimen-
sions. Experimental remits demonstrate that the center
frequency can be reconfigured from few hundred MHz to few
GHz away from the nominal operating frequency.

I. INTRODUCTION

In recent years microelectromechanical systems

(MEMS) based switching and actuating devices have

emerged as a viable alternative to solid state control de-

vices in microwave systems. The MEMS devices offer the

following advantages [1] first, significant reduction in

insertion loss, which results in higher figure-of-merit.

Second, they consume insignificant amount of power

during operation, which results in higher efficiency. Third,

they exhibit higher linearity and as a result lower signal

distortion when compared to semiconductor devices. In

addition, it has been also demonstrated that MEMS based

switches and actuators can enhance the performance of

antennas. For example, a patch antenna on a suspended

micromachined fused quartz substrate that can rotate can

perform spatial scanning of the beam [2]. A Vee-antenna

with moveable arms constructed from polysilicon material

can steer as well as shape the beam [3]. Furthermore, a

field programmable metal array consisting of several thou-

sand microswitches placed along the perimeter of a patch

antenna can provide frequency reconfigurability [4].

In this paper, we present two new digitally reconfigurable

patch antennas via use of MEMS actuators. The key fea-

tures are first, the capability of multi-band operation with-

out greatly increasing the antenna element dimensions, thus

allowing for use in planar phased arrays. Second, each ac-

tuator requires only a single bias line for control, which

implies greatly simplified construction and operation.

II. MEMS ACTUATOR DESIGN

Patch antennas with two independent MEMS actuators
and with two MEMS actuators in series are illustrated in

Figs. 1 and 2, respectively. Each actuator consists of a
moveable metal overpass suspended over a metal stub. The

overpass is supported at either ends by metalized vias which

are electrically connected to the patch antenna. The metal

overpass is free to move up and down and is actuated by an
electrostatic force of attraction set up by a voltage applied

between the overpass and the metal stub as illustrated in

Fig. 3. A dielectric film deposited over the metal stub pre-
vents stiction when the surfaces come in contact. The metal

strip of length L and width W attached to the metal stub

behaves as a parallel plate capacitor. The patch antenna

operates at its nominal frequency as determined by the di-
mension b when the actuator is in the OFF state. The ac-

tuator is in the ON state when the overpass is pulled down

by the electrostatic force due to the bias, and the capaci-

tance of the metal strip appears in shunt with the input im-

pedance of the patch antenna. This capacitance tunes the

patch to a lower operating frequency. During the synthesis

process, the inductance and capacitance of the actuators and

their locations in the patch should be taken into account in

order to ensure a constant input impedance.

III. MEMS ACTUATOR FABRICATION

The first step is the metal deposition and patterning us-

ing the lift-off process for, the patch, the microstrip feed

line, the capacitive metal strips, and the probe pads. The

metalization is titanium/gold and the thickness is about

0.8 pm. The substrate is a high resistivity silicon wafer

(p > 3000 _ cm, 6 = 11.7, h = 400 pm). Second, an insu-

lating layer to support the overpass is built-up to the re-

quired thickness by multiple spin-coats of spin-on-glass

(SOG) (hi = 2.0 pm, erl = 3.1). Third, using photoresist

and dry etching techniques, the SOG over the metal stub is

partially removed leaving behind a dielectric film which is

about 3000 A thick to prevent stiction. Fourth, via holes

(d =35 pm) for the vertical interconnects are patterned

using photoresist and dry etching techniques. Fifth, the

metal overpass (Lp =380 pm, Wp = 80 pm) is fabricated

using titanium/gold by a lift-off and electroplating
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process.This step metalizes the via holes as well and en-

sure electrical continuity between the patch and overpass.

The thickness of the overpass metal is about 2.0 pm. In

the last step, the sacrificial photoresist layer below the

overpass is removed by super critical CO2 dry release

process. Rectangular holes 10xl0 gm in size are provided
in the overpass to facilitate the removal of the sacrificial

layer. The photomicrographs in Figs. 4 (a) and (b) show

the MEMS actuator as viewed from the top and the span
of the overpass, respectively.

IV. EXPERIMENTAL RESULTS AND DISCUSSIONS

Patch antennas with the integrated MEMS actuators are

experimentally characterized by measuring the return loss,

S_l, as a function of the frequency with and without the

actuation voltage. The return loss is measured using a

ground-signal-ground RF probe calibrated to the tips using an

impedance standard substrate. The actuation voltage is 55 V.

,4. Patch With Two Independent Actuators

Experimental Results.--The measured return loss for

the two states of the actuators are shown in Figs. 5(a)

through (c). When both the actuators are in the OFF state,

the patch resonates at its nominal operating frequency of

about 25.0 GHz as shown in Fig. 5(a). The -i0.0 dB

return loss bandwidth of the patch is about 3.3 percent.
When actuator #I is in ON state and actuator #2 is in the

OFF state, the resonant frequency (fr) shifts to about

24.8 GHz as shown in Fig. 5(b). Similarly, when actuator
#1 is in the OFF state and actuator #2 is in the ON state,

the fr shifts to 24.8 GHz. This result is expected since the

two actuators are identical in construction. The step

change of 200 MHz in the f, for both cases is about

0.8 percent of the patch nominal operating frequency.

Finally, when both actuators are in the ON state, the fr is

24.6 GHz as shown in Fig. 5(a). The shift is twice as much

as the case, when a single actuator is turned ON. Further-

more at resonance, the magnitudes of the return loss are

almost equal for the two states, implying minimum loss of

sensitivity. Thus for this configuration, the patch antenna

can be dynamically reconfigured to operate at different

bands separated by a few hundred MHz, by digitally ad-

dressing either actuators or both actuators,: Thi_ js_desi_-

able feature in mobile wireless systems to enhance

capacity as well as combat multipath fading.
N_lmericall¥ Simulated Revolts (Method of

Moments).--The computed fr as a function of the length L

and the width W as parameters are presented in Fig. 6.

This figure shows that for small L (380pm) and W

(50lam), the fr is 25.93GHz, which is equal to the f_ of an

identical patch without actuators and metal strips. Further,

for a fixed W as L increases, the fr decreases and can be

precisely controlled to a few tens of MHz.

B. Patch With Two Series Actuators

The measured return loss of the patch antenna with the
MEMS actuator in the ON and OFF states are shown in

Fig. 7. It is observed that when the actuator is in the OFF

state the patch resonates at about 25.4 GHz. When the
actuator is in the ON state, the f_ shifts to 21.5 GHz. This

is a first experiment and impedance matching at 21.5 GHz

was not optimized. The numerically simulated f_ is about

21.6 GHz. Thus for this configuration, the patch antenna

can be dynamically reconfigured to operate at two differ-

ent bands separated by a few GHz, such as, for transmit
and receive functions in satellite communications.

V. CONCLUSIONS

Two novel frequency reconfigurable patch antenna ele-

ments with integrated MEMS actuators are presented for

the first time. These patches can be dynamically reconfig-

ured to operate at frequencies separated by about 0.8 to

15 percent of the nominal operating frequency. Further-

more, the actuators are simple to fabricate and also com-

patible with array antennas. At the present time, these

actuators are used in an array environment to reconfigure

not only the resonant frequency but also the phase of the

radiated signal from the individual elements.

REFERENCES

[1] S.P. Pacheco, L.P.B. Katehi, and C.T.-C. Nguyen, "Design
of Low Actuation Voltage RF MEMS Switches," 2000
IEEE MTT-S Inter. Microwave Symp. Dig., vol. 1,
pp. 165-168, Boston, MA, June 11-16, 2000.

[2] D. Chauvel, N. Haese, P.-A. Rolland, D. Collard, and
H. Fujita, "A Micro-Machined Microwave Antenna Inte-
grated with its Electrostatic Spatial Scanning," Proc. IEEE
Tenth Annual Inter. Workshop on Micro Electro Mechani-
cal Systems (MEMS 97), pp. 84-89, Nagoya, Japan,
Jafii26-30,1997.

[3] J.-C. Chiao, Y. Fu, IM. Chio, M. DeLisio and L.-Y. Lin,
"MEMS Reconfigurabl e Vee Antenna," 1999 IEEE MTT-S

_ in/-e_Microwav-e--Symp?_Dig., vol. 4, pp. [5i5_i5i_[
Anaheim, CA, June 13-19, 1999.

[4] S.M. Duffy, "MEMS Microswitch Arrays for Reconfigur-
able Antennas," Notes of the Workshop "RF MEMS for
Antenna Applications," 2000 IEEE Ant. and Prop. Inter.
Symp., Salt Lake City, UT, July 16, 2000.

NASA/CR--2001-210612 2



Metal strip

and stub---. I__------- L_

Fr_ r Dielectric
DCbias III lOi= i..--J_(+_ -'-

-_ III ' II ii_;_'_'" film

pad . ill ._!_ ;!._!_o!._ etch

antenna

MEMS ..... j I

actuator #1 _. ! _ _i_'_l T.... -----_4 J

X_ b

_- MEMS
Microstrip actuator

feed ..... #2

G-

pads

l- L

DC bias ._
pad _- -"

."- G-S-G
RF probe

Fig. 1. Frequency reconfigurable patch antenna element with two
independent MEMS actuators, L = 580 o_m,W = 50 o_m, a = 2600 o<m,
b = I500 o_m.

r-- Metal
'_ over pass

'_ /-- Metalized Via

_ / ""'-_"' ff ."" _-- S in-on- lass (_ • )

--.... Y',_.i__+.!i._:'..'_i_,_,_,i. _ .i
,nt nna , //

__ / _ High resistivity

silicon wafer (p, _O_r)

Fig. 3. Schematic of a MEMS actuator integrated with a patch antenna element.

_1 ___2 "-_'_- '
MEMS ,'" .... "_'---MEMS

actuat°r -J j _ actuator

Fig. 2. Frequency reconfigumble patch antenna element
with two series MEMS actuators, L = 2600 ocm, W = 100 o_m

NASA/CRy2001-210612 3



Fig. 4. Photomicrograph of a MEMS actuator. (a) Top view. (b) Side view.
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Fig. 5. Measured return loss demonstrating frequency rccon-

figurability when the MEMS actuators are biased independently.

(a) Both actuators are either in the OFF state or ON state. (b)

Actuator #1 is ON and actuator #2 is OFF. (c) Actuator #1 is

OFF and actuator #2 is ON.

co -5

,¢-

.9
E -15
2

¢ -20

I

350 650

W = 100 microns

I I

550 600

Length L (microns)

Fig. 6. Computed resonant frequency as a function of the

actuator length and width for patch antenna element with two

independent MEMS actuators.

-25
20

oo patch\ (down) Iwith two
\ _" series

\ / _,-- OFF Jactuators

/ (up)21.5 GHz

Resonance \ t Resonance

- frequency _ frequency
for a patch 25.4 GHz for a patch

_ of length of length b
b+W 26.0 GHz

, I/ ,
22 24 26 28

Frequency, GHz

Fig, 7. Measured return loss demonstrating frequency

reconfigurability when the two series MEMS actuators

are either in the OFF state or ON state.

NASA/CR--2001-210612 4



7



REPORT DOCUMENTATION PAGE Form Approved
OMB No. 0704-0188

Public reporting burden for this collection of information I$ estimated to average 1 hour per response, including the time for reviewing instructions, seamhing existing data sources,
gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this burden estimate or any other aspect of this
collection of information, including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson
Davis Highway, Suite 1204, Arlington, VA 22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project (0704-0188), Washington, DE: 20503.

1. AGENCY USE ONLY (Leave blank) 2. REPORT DATE

March 2001

4. TITLE AND SUBTITLE

Microelectromechanical Systems (MEMS) Actuators for

Antenna Reconfigurability

6. AUTHOR(S)

Rainee N. Simons, Donghoon Chun, and Linda P.B. Katehi

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES)

Dynacs Engineering Company, Inc.

2001 Aerospace Parkway

Brook Park, Ohio 44142

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESB(ES)

National Aeronautics and Space Administration

Washington, DC 20546-0001

3. REPORT TYPE AND DATES COVERED

Final Contractor Report

5. FUNDING NUMBERS

WU-755-08-0B--00

NAS3-98008

8. PERFORMING ORGANIZATION

REPORT NUMBER

E-12560

10. SPONSORING/MONITORING

AGENCY REPORT NUMBER

NASA CR--2001-210612

11. SUPPLEMENTARY NOTES

Prepared for the 2001 International Microwave Symposium cosponsored by the Institute of Electrical and Electronics Engineers and the

Microwave Theory and Techniques Society, Phoenix, Arizona, May 20-25, 2001. Rainee N. Simons, Dynacs Engineering Company,

Inc., 2001 Aerospace Parkway, Brook Park, Ohio 44142; Donghoon Chun and Linda P.B. Katehi, University of Michigan, Ann Arbor,

Michigan 48109-2122. Project Manager, Erick N. Lupson, Office of Aquisition, NASA Glenn Research Center, organization code 0616

216-433--6538.

12a. DISTRIBUTION/AVAILABILITY STATEMENT

Unclassified - Unlimited

Subject Category: 33 Distribution: Nonstandard

Available electronically at http://eltrs._c.nasa, gov/GLTRS

This publication is available from the NASA Center for AeroSpace Information, 301-621-0390.

12b. DISTRIBUTION CODE

13. ABSTRACT (Maximum 200 words)

A novel microelectromechanical systems (MEMS) actuator for patch antenna reconfiguration is presented for the first

time. A key feature is the capability of multi-band operation without greatly increasing the antenna element dimensions.

Experimental results demonstrate that the center frequency can be reconfigured from few hundred MHz to few GHz

away from the nominal operating frequency.

14. SUBJECT TERMS

Microelectromechanical systems; MEMS; Antenna; Patch

17. SECURITY CLASSIFICATION 18. SECURITY CLASSIFICATION

OF REPORT OF THIS PAGE

Unclassi fled Unclassified

NSN 7540-01-280-5500

19. SECURITY CLASSIFICATION

OF ABSTRACT

Unclassified

15. NUMBER OF PAGES

I0
16. PRICE CODE

Ag_
20. LIMITATION OF ABSTRACT

Standard Form 298 (Rev. 2-89)

Prescribed by ANSI Std. Z39-1B
298-102


